a2 United States Patent

Perlmutter et al.

US009104938B2

US 9,104,938 B2
Aug. 11, 2015

(10) Patent No.:
(45) Date of Patent:

(54)
(71)

(72)

(73)

")

@
(22)
(65)

(60)

(1)

(52)

<k

REGISTRATION OF SEPARATIONS (58) Field of Classification Search
Applicants:Keren O. Perlmutter, Pacific Palisades, USPC ....ccoves 382/209, 260, 274, 275, 284, 294;
CA (US); Sharon M. Perlmutter, o 358/3'2,6’ 3.27, 540
Pacific Palisades, CA (US); Eric Wang, See application file for complete search history.
Tustin, CA (US); Paul R. Klamer, La .
Canada, CA (US); Christopher J. (6) References Cited
Cookson, Studio City, CA (US); U.S. PATENT DOCUMENTS
Massimiliano Gasparri, Los Angeles,
CA (US) 4,285,004 A 8/1981 Morrison et al.
Inventors: Keren O. Perlmutter, Pacific Palisades, 4320414 A 31982 .Mlyajl etal.
CA (US); Sharon M. Perlmutter, (Continued)
Pacific Palisades, CA (US); Eric Wang,
Tustin, CA (US); Paul R. Klamer, La FOREIGN PATENT DOCUMENTS
Canada, CA (US); Christopher J. P 61231557 10/1986
Cookson, Studio City, CA (US); P 63182961 7/1988
Massimiliano Gasparri, Los Angeles, .
CA (US) (Continued)
Assignee: Warner Bros. Entertainment Inc., “ OTHER PUBLICATIONS .
Burbank, CA (US) Ball, .A., “The Tec_hmco_lor Proces_s of ThreeTCOIOr Cinematogra-
ur 4 phy,” Journal of Motion Picture Engineers, [online] vol. XXV, No. 2,
Notice: Subject to any disclaimer, the term of this Aug. 1935, pp. 127-138. [retrieved on Dec. 18, 2002]. Retrieved from
patent is extended or adjusted under 35 the Internet: URL:http://www.widescreenmuseum.com/oldcolor/
U.S.C. 154(b) by 0 days. ballhtm>9 pages.
(Continued)
Appl. No.: 14/467,762
Filed: Aug. 25,2014 Primary Examiner — Yosef Kassa
Prior Publication Data (74) Attorney, Agent, or Firm — Fish & Richardson P.C.
US 2014/0363077 Al Dec. 11, 2014 (57) ABSTRACT
Related U.S. Application Data Separations or images relating to film or other fields may be
] ) o registered using a variety of features, such as, for example: (1)
Continuation of application No. 13/846,741, filed on correcting one or more film distortions; (2) automatically
Mar. 18, 2013, now Pat. No. 8,818,088, which is a determining a transformation to reduce a film distortion; (3)
continuation of application No. 13/347,485, filed on applying multiple criteria of merit to a set of features to
Jan. 10, 2012, now Pat. No. 8,401,337, which is a determine a set of features to use in determining a transfor-
) mation; (4) determining transformations for areas in an image
(Continued) or a separation in a radial order; (5) comparing areas in
images or separations by weighting feature pixels difterently
Int. CL. than non-feature pixels; (6) determining distortion values for
GO6K 9/36 (2006.01) transformations by applying a partial distortion measure and/
GO6K 9/32 (2006.01) or using a spiral search configuration; (7) determining trans-
(Continued) formations by using different sets of features to determine
corresponding transformation parameters in an iterative man-
U.S. ClL ner; and (8) applying a feathering technique to neighboring
CPC . GO6K 9/32 (201301), GO6T 3/403 (201301), areas within an image or separation,
GO06T 5/50 (2013.01); HO4N 1/58 (2013.01);
HO04N 5/262 (2013.01); HO4N 9/093 (2013.01); 20 Claims, 6 Drawing Sheets
HO4N 9/11 (2013.01) (2 of 6 Drawing Sheet(s) Filed in Color)
200
R Ep Ts R’
ALIGNMENT R | ALIGNMENT G
piGITIZATION £ SEATIRE VECTOR 5] VECTOR COMPESITE L
B =1 DETERMINATION| Tg APPLICATION 8
210 220 230 240 280



US 9,104,938 B2
Page 2

(1)

(56)

Related U.S. Application Data

continuation of application No. 12/712,888, filed on
Feb. 25, 2010, now Pat. No. 8,094,972, which is a
continuation of application No. 11/929,191, filed on
Oct. 30, 2007, now Pat. No. 7,672,541, which is a
division of application No. 11/856,541, filed on Sep.
17, 2007, now Pat. No. 7,486,842, which is a continu-
ation of application No. 11/282,675, filed on Nov. 21,
2005, now Pat. No. 7,272,268, which is a division of
application No. 10/035,337, filed on Jan. 4, 2002, now
Pat. No. 7,092,584,

Int. CL.
GO06T 3/40 (2006.01)
GO06T 5/50 (2006.01)
HO4N 1/58 (2006.01)
HO4N 5/262 (2006.01)
HO4N 9/093 (2006.01)
HO4N 9/11 (2006.01)
References Cited
U.S. PATENT DOCUMENTS
4,641,244 A 2/1987 Wilson et al.
4,832,485 A 5/1989 Bowles
4849914 A 7/1989 Medioni et al.
4,890,160 A 12/1989 Thomas
5,022,089 A 6/1991 Wilson
5,023,815 A 6/1991 Wilson et al.
5,129,009 A 7/1992 Lebeau
5,161,035 A 11/1992 Muramatsu
5,233,670 A 8/1993 Dufour et al.
5,251,271 A 10/1993 Fling
5315413 A 5/1994 Yamamoto et al.
5,325,190 A 6/1994 Nagasaki et al.
5,418,574 A 5/1995 Miyabata et al.
5475428 A 12/1995 Hintz et al.
5,517,234 A 5/1996 Gerber et al.
5,548,326 A 8/1996 Michael
5,608,466 A 3/1997 Nakamoto
5,630,037 A 5/1997 Schindler
5,640,200 A 6/1997 Michael
5,641,596 A 6/1997 Gray et al.
5,682,440 A 10/1997 Yukawa
5,734,915 A 3/1998 Roewer
5,812,214 A 9/1998 Miller
5,892,554 A 4/1999 DiCicco et al.
5,917,987 A 6/1999 Neyman
5,926,568 A 7/1999 Chaney et al.
6,002,424 A 12/1999 Rapa et al.
6,075,905 A 6/2000 Herman et al.
6,097,833 A 8/2000 Lobregt et al.
6,115,071 A 9/2000 Hurst et al.
6,128,046 A 10/2000 Totsuka et al.

6,195,132 Bl 2/2001 Kimura et al.
6,266,452 Bl 7/2001 McGuire
6,282,326 Bl 8/2001 Leeetal.
6,295,083 Bl 9/2001 Kuhn
6,317,223 B1  11/2001 Rudak et al.
6,323,934 B1  11/2001 Enomoto
6,373,970 Bl 4/2002 Dong et al.
6,393,150 Bl 5/2002 Leeetal.
6,445,816 Bl 9/2002 Pettigrew
6,549,576 Bl 4/2003 Moriyoshi
6,587,509 Bl 7/2003 Suzuki et al.
6,610,387 Bl 8/2003 Torii et al.
6,646,764 Bl  11/2003 Wataya
6,704,045 Bl 3/2004 Brett
6,713,242 B2 3/2004 Burtin
6,765,609 Bl 7/2004 Kinoshita
6,792,071 B2 9/2004 Dewacele
6,816,604 B2  11/2004 Young et al.
6,870,564 Bl 3/2005 Burns

6,874,420 B2 4/2005 Lewis et al.
6,944,354 B2 9/2005 Groschup et al.
6,947,607 B2 9/2005 Permutter et al.
6,956,607 B2  10/2005 Mizuno et al.
6,969,991 B2  11/2005 Bammer et al.
7,006,881 Bl 2/2006 Hoffberg et al.
7,011,727 B2 3/2006 Torli et al.
7,239,757 B2 7/2007 Kang et al.
7,242,988 Bl 7/2007 Hoffberg et al.
7,245,783 B2 7/2007 Fielding
7,280,707 B2 10/2007 Perlmutter et al.
7,333,670 B2 2/2008 Sandrew
7,346,109 B2 3/2008 Nair et al.
7,393,994 B2 7/2008 Masliah et al.
7,408,569 Bl 8/2008 Yamaguchi

7,813,822 B1* 10/2010 Hoftberg .........cccoooeinn. 700/94
8,032,477 Bl  10/2011 Hoffberg et al.
8,046,313 B2* 10/2011 Hoffbergetal. ............... 706/14

8,092,908 B2 1/2012 Ohta et al.

8,120,960 B2 2/2012 Varkony

8,165,916 B2 4/2012 Hoftberg et al.

8,229,344 B1* 7/2012 Petersenetal. ................... 455/1
8,352,400 B2* 1/2013 Hoffbergetal. ................ 706/46

FOREIGN PATENT DOCUMENTS

JP 5205042 8/1993
JP 6233144 8/1994
JP 02501417 5/1996
JP 11161773 6/1996
JP 11261832 9/1999
JP 2000236552 8/2000
JP 2001333287 11/2001
JP 2002344724 11/2002
WO WO 8903051 4/1989
OTHER PUBLICATIONS

Boult, T.E., and Wolberg, G., “Correcting Chromatic Aberrations
Using Image Warping,” Proceedings of DARPA92, pp. 363-377.
Brown, Lisa G., “A Survey of Image Registration Techniques,” ACM
Computing Surveys, vol. 24, No. 4, pp. 325-376, 1992.

Canny, John, “A Computational Approach to Edge Detection,” IEEE
Tranactions on Pattern Analysis and Machine Intelligence, vol.
PAMI-8, No. 6, Nov. 1986, pp. 679-698.

Li, H,, et al., “A Contour-Based Approach to Multisensor Image
Registration,” IEEE Transactions on Image Processing, vol. 4, No. 3,
Mar. 1995, pp. 320-334.

Srinivasan, S., et al., “MIST: Multispectral Image Similarity Trans-
formation,” LNK Home Page, pp. 1 20, printed Dec. 12, 2001.
“Technicolor,” [online]. [retrieved on Dec. 18, 2002]. Retrieved from
the Internet: <URL:http://www.everything2.com/index.
pl?node=Technicolor> 3 pages.

“The Wide Screen Time Machine: Mechanix Illustrated Mar. 1939,
How the Technicolor Camera Works,” [online]. [retrieved on Dec. 18,
2002]. Retrieved from the Internet: <URL:http://www.
widescreenmuseum.com/widescreen/mi-techcamera.htm> 3 pages.
Japanese Office Action issued in Application No. 2005-510034 3
pages.

U.S. Non-Final Office Action for U.S. Appl. No. 12/712,888 dated
Oct. 8, 2010, 17 pages.

U.S. Non-Final Office Action for U.S. Appl. No. 12/712,888 dated
Mar. 23, 2011, 8 pages.

U.S. Notice of Allowance for U.S. Appl. No. 12/712,888 dated Aug.
2,2011, 8 pages.

U.S. Notice of Allowance for U.S. Appl. No. 13/846,741 dated Apr.
16, 2014, 9 pages.

U.S. Notice of Allowance for U.S. Appl. No. 13/347,485 dated Oct.
24,2012, 23 pages.

U.S. Non-Final Office Action for U.S. Appl. No. 13/846,741 dated
Sep. 30, 2013, 9 pages.

Supplementary Furopean Search Report in Application No.
03701223 4, dated Dec. 8, 2014, 4 pages.

* cited by examiner



US 9,104,938 B2

Sheet 1 of 6

Aug. 11, 2015

U.S. Patent

FIG. 1



US 9,104,938 B2

Sheet 2 of 6

Aug. 11, 2015

U.S. Patent

05z orz
g
VN i e
LSOO 79 INIANOITY
g

¢ 'Old

oec

5L

¥l

NOILYNINGZ13d
HOLO04A
LINIFANDITY

0ic

0zz
3
NOILLOFT3S
°3 | Funlvad
¥3

NOLLYZLLIOID

ER

)



U.S. Patent Aug. 11, 2015 Sheet 3 of 6 US 9,104,938 B2

- i o Lo [o3] P w3 ar
— o o) (321 ¥ u w0
w = o <o os} {e] <f o4
= o (S 3] <¥ |79 o
[Te] o2 ™ [0 ] P w0 o0 Bond
- o4 (8] o3 ¥ L] i)

<t o o @ © <t o o] 9
b o [aY (2] -3 i «w =
S O
o
o T
o - o e 0 o -~ »
= ™ [} o s [fe] W
o~ o «© © < o ol @
han A N [ap] - Wy [ 9]
[ [Te] (2] T (o] P
A o - Y ) -t <t TS




US 9,104,938 B2

Sheet 4 of 6

Aug. 11, 2015

U.S. Patent

¥ 'Old

0 ONI L ONIY ZONIM € ONN
| ( i \
| [\ \ | N V
mwm AN Ny
N \ AN N
[ Y ¢ . Q_V
o 2 e N 75 ) o5 8y
I g St /; £y V FA Lb o
. K
hY
69 g 3 Nrm/.mﬂv g e ze
19 ( ; meu_”U <5 6z vz
e ]
€7 2 ¥ 0% BT a7 A ol
]
Gl AS T zT T o7 5 Vg
_ _ | ~
[} 7




U.S. Patent Aug. 11, 2015 Sheet 5 of 6 US 9,104,938 B2

2

t]

DN

4

DN

8

DA

12

1

UMY

3

DN

7

DI

520
6

MM

5
510

LMY

9

DM

13

10 11

530

A
&\\\\\\\\\\> DN

14 15

/////%”///////////%

. 7

.

7

L
2
o



US 9,104,938 B2

Sheet 6 of 6

Aug. 11, 2015

U.S. Patent

-




US 9,104,938 B2

1
REGISTRATION OF SEPARATIONS

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application is a continuation of U.S. patent applica-
tion Ser. No. 13/846,741, filed Mar. 18, 2013, now allowed,
which is a continuation of U.S. patent application Ser. No.
13/347,485, filed Jan. 10,2012, now U.S. Pat. No. 8,401,337,
which is a continuation of U.S. patent application Ser. No.
12/712,888, filed Feb. 25,2010, now U.S. Pat. No. 8,094,972,
which is a continuation of U.S. patent application Ser. No.
11/929,191, filed Oct. 30, 2007, now U.S. Pat. No. 7,672,541,
which is a divisional of U.S. patent application Ser. No.
11/856,541, filed Sep. 17,2007, now U.S. Pat. No. 7,486,842,
which is a continuation of U.S. patent application Ser. No.
11/282,675, filed Nov. 21, 2005, now U.S. Pat. No. 7,272,
268, which is a divisional of U.S. patent application Ser. No.
10/035,337, filed Jan. 4, 2002, now U.S. Pat. No. 7,092,584,
the entire contents of the prior applications being incorpo-
rated herein by reference.

TECHNICAL FIELD

This invention relates to image processing, and more par-
ticularly to the registration of separations.

BACKGROUND

Color motion picture film is a relatively recent develop-
ment. Before the advent of color film stock in the 1950s, a
process for making color motion pictures included capturing
color information on two or more reels of black and white
film. In the original Technicolor three color film separation
process, three reels of black and white film were loaded into
a specially-designed movie camera. The light coming
through the lens was split into the three primary colors of light
and each was recorded on a separate reel of black and white
film. After developing the three reels, three photographic
negatives representing the yellow (inverted blue), the cyan
(inverted red), and the magenta (inverted green) portion of the
original reels were created.

In addition to the creation of color separations through the
original Technicolor process, color separations also have
been produced and used for the archival of color film because
black and white film stock generally has a much greater
shelf-life than color film. In this process, the color film stock
is used to expose one reel of black and white film with sequen-
tial records of red, green, and blue so that each frame is
printed three times on the resultant reel to form a sequential
separation.

Film studios may recombine the three color separations
onto a single reel of color film using a photographic process
that is performed in a film laboratory. In the case of three color
separations that are each located on a separate reel, an optical
film printer is employed to resize and reposition each source
reel, one at a time. In particular, three passes are made. First,
the magenta source reel is projected through an appropriate
color filter onto the destination reel. Thereafter, the destina-
tionreel is rewound, the next source reel is loaded and resized,
and the color filter is changed. For this reel, a human operator
determines a global alignment (and scaling if necessary) for
the entire set of frames within the reel or, alternatively, within
selected scenes on a scene-by-scene basis, with each scene
including several, if not hundreds, of frames. However,
because of the human intervention required, the alignment
often is not determined on a frame-by-frame basis for the
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entire reel. The process is repeated until all three color sepa-
rations have been printed on the single destination reel using
the optical film printer. The resulting destination reel is called
an interpositive (“IP”), and the colors are now represented as
red, green, and blue (as opposed to cyan, magenta, and yel-
low).

SUMMARY

In one general aspect, automatic registration of film sepa-
rations includes accessing component images that are based
on digitized film separations. Each of the component images
includes a set of gray-level pixels. An alignment vector is
automatically determined for at least a part of a selected
component image from among the accessed component
images. One or more film distortions are corrected by apply-
ing the alignment vector to the part of the selected component
image.

Component images may be based on digitized color film
separations. Accessing component images may include digi-
tizing film separations.

The alignment vector may align a part of a component
image with a corresponding part of another component
image, and the two component images may be combined after
applying the alignment vector. One component image (e.g., a
green component image) may be selected as a reference, and
an alignment vector may be determined between a part of the
reference and a part of another component image. An addi-
tional alignment vector may be determined between a part of
a reference and a part of an additional component image.

An alignment vector may be determined by determining a
first set of features associated with a part of a reference and
determining a second set of features associated with a part of
a selected component image. The first and second sets of
features may be compared based on results obtained when
applying one or more candidate alignment vectors. The align-
ment vector may be determined based on results of the one or
more comparisons.

A first set of features may be determined by applying an
edge detection filter to a part of a reference to generate a first
preliminary set of edges. An edge refinement procedure may
be applied to the first preliminary set of edges to obtain the
first set of features. The second set of features may be deter-
mined by applying the edge detection filter to a part of a
selected component image to generate a second preliminary
set of edges. The edge refinement procedure may be applied
to the second preliminary set of edges to obtain the second set
of features. The edge refinement procedure may include
selecting edges based on a characteristic (e.g., high intensity)
of'a component image.

The edge refinement procedure may include identifying a
connected edge within an area under consideration. The con-
nected edge may be included in a set of selected edges if the
connected edge meets a first criterion of merit. The first cri-
terion of merit may require at least a predetermined amount of
information in one direction. A set of features may be
obtained based on whether the entire set of selected edges
satisfies a second criterion of merit. The second criterion of
merit may require the entire set of selected edges to have at
least a predetermined amount of information.

Comparing a first and a second set of features may include
assigning a non-zero amount of distortion to a pixel in a first
component image only if the pixel is part of a feature and ifa
pixel at a corresponding location in a second component
image is not part of a feature. The distortion values obtained
for a predefined set of pixels in an area being examined in the
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first component image may be summed. The first component
image may be any component image.

Comparing a first and second set of features based on
results obtained when applying a candidate alignment vector
may include selecting an initial candidate alignment vector.
The initial candidate alignment vector may be varied so as to
represent multiple relative displacement possibilities within a
particular proximity window of the initial candidate align-
ment vector. Selecting the initial candidate alignment vector
may include determining a first set of features associated with
a center part of a reference, and determining a second set of
features associated with a center part of a selected component
image. The first and second sets of features associated with
the center parts of the reference and the selected component
image may be compared, and the initial candidate alignment
vector may be selected based on results of the comparison.

Determining an alignment vector may include dividing a
selected component image into a set of areas. An initial align-
ment vector for a particular area may be determined based on
at least one previously determined alignment vector for
another area. The alignment vector for the particular area may
be determined based on the initial alignment vector for the
particular area, which may be determined based on at least
one previously determined alignment vector for a neighbor-
ing area, which may be defined as an area that shares a
common border or at least one pixel with the particular area.
The initial alignment vector may be chosen as the previously
determined alignment vector that provides a minimum dis-
tortion value for the particular area among the previously
determined alignment vectors for at least two of the neigh-
boring areas.

Alignment vectors may be applied to multiple areas of a
component image, and a technique may be applied to smooth
discontinuities that may result when different areas possess
different alignment vectors. Applying a technique to smooth
discontinuities may include defining a window of nonzero
horizontal or vertical extent along a boundary of contiguous
blocks. Alignment vectors obtained from each of the contigu-
ous blocks may be interpolated in order to obtain a new set of
alignment vectors for parts of the contiguous blocks within
the window. The new set of alignment vectors may be applied
to the parts of the contiguous blocks within the window.

Determining an alignment vector may include dividing the
selected component image into a set of areas arranged such
that a center of at least one area of the set of areas and a center
of at least one other area of the set of areas are in different
proximity to a center of the selected component image. The
areas are grouped into multiple rings. An initial alignment
vector for a particular area is determined based on at least one
previously determined alignment vector for at least one
neighboring area, where the neighboring area belongs to
either an inner ring or to the same ring as the particular area.
The alignment vector for the particular area is determined
based on the initial alignment vector for the particular area.
The initial alignment vector may be determined based on a
previously determined alignment vector that provides a mini-
mum distortion value for the particular area among previ-
ously determined alignment vectors for at least two neighbor-
ing areas. The initial alignment vector may be determined
based on a previously determined alignment vector for an
inward radial neighbor area.

In another general aspect, performing registration of digi-
tized images includes selecting at least two areas from each of
a first image and a second image. Separate transformations
are determined for the selected areas of the first image based
on a comparison of areas within the first and second images.
A feathering technique is applied within a predetermined
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amount of at least two neighboring areas within the selected
areas in order to obtain new transformations for the predeter-
mined areas if the transformations for the neighboring areas
differ, where the new transformations are based on the sepa-
rate transformations.

The transformations may be applied to the selected areas of
the first image. The transformations may be represented as
alignment vectors, and applying the feathering technique may
include linearly interpolating between alignment vectors. The
images may correspond to color film separations.

In another general aspect, performing registration of digi-
tized images includes dividing a selected component image
into a set of areas and grouping the areas into multiple rings.
Transformations for at least two areas are determined in an
order that begins with at least one area within an innermost
ring and proceeds to at least one area within a ring other than
the innermost ring.

The set of areas may be arranged such that a center of at
least one area of the set of areas and a center of at least one
other area of the set of areas are in different proximity to a
center of the selected component image. Determining the
transformations may include determining an initial alignment
vector for a particular area of the set of areas based on a
previously determined alignment vector corresponding to at
least one neighboring area, where the neighboring area
belongs to either an inner ring or to a same ring as the par-
ticular area. An alignment vector may be determined for the
particular area based on the initial alignment vector for the
particular area. The initial alignment vector may be based on
a previously determined alignment vector that provides a
minimum distortion measure for the particular area among
previously determined alignment vectors for at least two
neighboring areas. The initial alignment vector may be based
on a previously determined alignment vector for an inward
radial neighboring area.

In another general aspect, performing registration of digi-
tized images includes selecting a first area in each of a first
image and a second image. Feature pixels are determined in
the first areas of the first and second images. The first areas are
compared by weighting a comparison of feature pixels in the
first area of the first image with corresponding pixels in the
first area of the second image differently than a comparison of
non-feature pixels in the first area of the first image with
corresponding pixels in the first area of the second image. A
transformation is determined for the first area of the first
image based on the comparison of the first areas.

The first and second images may be based on digitized
color film separations. Weighting may include accumulating
anon-zero distortion only if a pixel in the first area of the first
image has been classified as a feature and a corresponding
pixel in the first area of the second image has not been clas-
sified as a feature. The features may be edges. Weighting may
include associating a weight of zero to the comparison of
non-feature pixels in the first area of the first image with
corresponding pixels in the first area of the second image,
such that the comparison involving non-feature pixels in the
first area of the first image need not be performed.

In another general aspect, performing registration of digi-
tized images includes selecting a first area in each of a first
image and a second image. Feature pixels are determined in
the first areas of the first and second images. A transformation
is determined for the first area of the first image. Determining
the transformation includes computing distortion values
using a partial distortion measure on candidate alignment
vectors that are processed in a spiral search configuration, and
selecting one of the candidate alignment vectors as the trans-
formation based on the computed distortion values.
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The spiral search may include determining distortion val-
ues associated with different horizontal and vertical relative
displacements of an initial alignment vector in an order char-
acterized by increasing radial distance along a spiral scanning
path. Determining distortion values associated with different
horizontal and vertical relative displacements may include
beginning at a location associated with the initial alignment
vector and proceeding along the spiral scanning path within a
preset window size.

Computing distortion values using the partial distortion
measure may include defining a set of pixels within an area. A
partial sum of distortion values may be calculated, the partial
sum being associated with a candidate alignment vector using
a subset of the set of pixels. The partial sum may be compared
to a current minimum distortion. The candidate alignment
vector may be excluded as a potential choice for the transfor-
mation if the partial sum is greater than or equal to the current
minimum distortion. An additional partial sum may be added
to the partial sum if the partial sum is less than the current
minimum distortion, the additional partial sum being
obtained using an additional subset of the set of pixels. Fur-
ther additional partial sums may be added, and further com-
parisons to the current minimum distortion may be per-
formed, until either the partial sum is greater than or equal to
the current minimum distortion or all pixels in the set have
been used.

In another general aspect, performing registration of digi-
tized images includes selecting a first image and a second
image. A first set of features and a second set of features are
defined. A first alignment vector is determined for a part of the
first image based on the first set of features. A second align-
ment vector is determined for the part of the first image based
on the second set of features. Determining the second align-
ment vector includes using the first alignment vector as an
initial second alignment vector, and choosing the second
alignment vector from a set of candidate alignment vectors
obtained by varying the initial second alignment vector. The
first alignment vector is modified. Modifying the first align-
ment includes using the second alignment vector as an initial
first alignment vector, and choosing the first alignment vector
from a set of candidate alignment vectors obtained by varying
the initial first alignment vector. Determining the second
alignment vector and modifying the first alignment vector are
repeated until a particular stopping condition is met.

The first set of features may correspond to edges in one
direction and the second set of features may correspond to
edges in an orthogonal direction. The set of candidate align-
ment vectors for each directional set of edges may include
alignment values that differ in only one direction. The set of
candidate alignment vectors may decrease in size each time
the first and second alignment vectors are determined. The
stopping condition may be a preset number of iterations. The
stopping condition may be met when the first and second
alignment vectors determined after a particular iteration are
equivalent to the first and second alignment vectors after a
previous iteration.

In another general aspect, performing registration of digi-
tized images includes selecting a first area from each of a first
image and a second image. A first set of features is detected in
the first area of the first image. A second set of features is
determined consisting of the features from within the first set
that include a first predetermined amount of information. It is
determined whether the second set of features is collectively
sufficient to provide a meaningful comparison. If the second
set of features is deemed collectively sufficient, a transforma-
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tion is determined for the first area of the first image based on
a comparison of the first area of the first image with areas of
the second image.

The second set of features may be sufficient if the second
set collectively includes a second predetermined amount of
information. The first set of features may include a set of
features that are oriented in a particular direction. The first set
of features may include edges in the first area of the first
image. The images may be based on digitized spectral sepa-
rations. The spectral separations may include color film sepa-
rations.

The first areas of the first and second images may include
pixels. Determining a transformation may include determin-
ing which pixels in the first areas of the first and second
images are feature pixels and weighting them differently.
Weighting may include weighting a comparison of feature
pixels in the first area of the first image with corresponding
pixels in the first area of the second image differently than a
comparison of non-feature pixels in the first area of the first
image with corresponding pixels in the first area of the second
image.

In another general aspect, performing registration of digi-
tized images includes selecting automatically a first area in
each of a first image and a second image. A transformation is
determined automatically for the first area in the first image
based on a comparison of the first area of the first image with
corresponding areas of the second image. The transformation
is applied automatically to the first area in the first image, and
a film distortion is reduced.

The first and second images may be based on film separa-
tions, and the film separations may include color separations.
A transformation may be similarly determined and applied to
a second area in the first image that is not isolated from the
first area. The two transformations may be represented as
alignment vectors that differ and a feathering may be applied.
A feathering technique may be applied to the first and second
areas within a predetermined amount of the first and second
areas in order to obtain new alignment vectors within the
predetermined amounts, where the new alignment vectors are
based on the first and second alignment vectors. Transforma-
tions may be similarly determined and applied to multiple
areas in the first image, and the transformations for the mul-
tiple areas may be determined in an order of increasing radial
distance. Determining the transformation may include select-
ing automatically a feature in the first areas of the first and
second images and using a feature-based measure to compare
the first areas of the first and second images.

Determining the transformation may include detecting
automatically a feature in the first area of the first image. Parts
of the feature may be eliminated automatically if they do not
contain a predetermined amount of information. It may be
determined whether parts of the feature that were not elimi-
nated provide a basis for meaningful comparison. Determin-
ing whether the parts not eliminated provide a basis for mean-
ingful comparison may include determining whether the parts
not eliminated collectively contain a second predetermined
amount of information. The feature may include edges in the
first area.

Other features and advantages will be apparent from the
following description, including the drawings, and the
claims.

Various general aspects address methods for the registra-
tion of separations or images that may correspond to separa-
tions. The separation may relate to film or other fields. Such
methods may include one or more of a variety of features,
such as, for example: (1) accessing component images that
are based on a variety of separations, including, for example,
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digitized film separations for which each of the component
images includes a set of gray-level pixels; (2) correcting one
or more film distortions; (3) automatically determining a
transformation to reduce a film distortion; (4) applying mul-
tiple criteria of merit to a set of features to determine a set of
features to use in determining a transformation; (5) determin-
ing transformations for areas in an image or a separation in a
radial order; (6) comparing areas in images or separations by
weighting feature pixels differently than non-feature pixels;
(7) determining distortion values for transformations by
applying a partial distortion measure and/or using a spiral
search configuration; (8) determining transformations by
using different sets of features to determine corresponding
transformation parameters in an iterative manner; and (9)
applying a feathering technique to neighboring areas within
an image or separation.

The described implementations may achieve, one or more
of the following features. For example, they may provide an
automatic and efficient digital image registration process for
color film separations. The process may operate in the digital
domain to enable the use of a number of digital image pro-
cessing techniques, and may require minimal human inter-
vention. The process may be computationally efficient, and
may be capable of determining alignments on a frame-by-
frame basis. The process also may address the local nature of
the misregistration within an image that results from such
causes as film shrinkage due to aging. In addition, the process
may compensate, correct, or avoid one or more of the
described distortions.

One or more implementations are set forth in the accom-
panying drawings and the description below. Other imple-
mentations will be apparent from the description, drawings,
and claims.

DESCRIPTION OF DRAWINGS

The patent or application file contains at least one drawing
executed in color. Copies of this patent or application publi-
cation with color drawing(s) will be provided by the Office
upon request and payment of the necessary fee.

FIG. 1 is a picture illustrating misregistration.

FIG. 2 is a block diagram of an implementation of a regis-
tration method.

FIG. 3 is a diagram of a partitioning of an image into
blocks.

FIG. 4 is a diagram of one implementation of a processing
order for the partition of FIG. 3.

FIG. 5 is a diagram highlighting areas in which one imple-
mentation applies feathering.

FIG. 6 is a picture illustrating a result of applying one
implementation of a registration technique to the picture in
FIG. 1.

DETAILED DESCRIPTION

The film processes described earlier, as well as other pro-
cesses, may be subject to one or more of a variety of well-
known film distortions. These include static misregistration,
dynamic misregistration, differential resolution, and loss of
resolution. Although referred to as film distortions, these
distortions also may be present in other applications and
environments. For example, registration of separations may
be required, and one or more film distortions may be present,
in photography, astronomy, and medical applications.

Static misregistration may be experienced due to one or
more of a variety of reasons, six examples of which follow.
First, in order to prevent color fringing around objects, the
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three source separations should be aligned with each another.
The original cameras typically were adjusted mechanically
by a technician with a micrometer. The alignment results
therefore often varied, usually from camera to camera, within
a single movie title. Second, due to variations among film
printers, the printers sometimes failed to hold each of the
separations to the same tolerances. Third, differences
between the camera and the printer may have caused color
shifting. Fourth, the photographic compositing process dis-
cussed above typically operates on either a reel-by-reel basis
or a scene-by-scene basis, rendering it difficult to correct
misalignments that may occur on a frame-by-frame basis.
Fifth, because the photographic compositing process pro-
vides a global alignment for a particular image, the process
does not necessarily address the local misalignments that may
occur within an image. Sixth, because film tends to shrink as
it ages and the rate of shrinkage may vary per separation,
color can fringe around the edges of an image even if the
center of the image is perfectly registered.

Dynamic misregistration also may be experienced due to
one or more of a variety of reasons, three examples of which
follow. First, the film separations in a camera are subject to
intermittent motion, stopping and starting, for example,
twenty four times every second. All three separations must
stop in precise alignment in order to obtain proper registra-
tion. However, such precise timing is difficult to achieve and
maintain. Second, from frame-to-frame, the film may move in
the camera or subsequent film printer leading to color fring-
ing that moves in like manner. Third, film may be spliced
together as part of a normal editing process, resulting in
splices that are physically thicker than the film. When the
splices pass over a roller in the photographic printing process,
a small vertical bump in one or more color film separations
may occur. As discussed above, because the photographic
compositing process may not operate on a frame-by-frame
basis, the process may not capture these types of misalign-
ments.

Differential resolution also may arise due to one or more of
a variety of reasons. For instance, the nature of the light path
and lens coatings in the Technicolor cameras typically caused
the three film separations to have drastically different resolu-
tion or sharpness. In particular, the cyan separation typically
was located behind the yellow separation in what was known
as a bipack arrangement. Light that passed through the yellow
separation was filtered and unfortunately diffused before
striking the cyan separation. As a result, the yellow (inverted
blue) separation typically had a greater resolution compared
to the cyan (inverted red) separation, and the magenta (in-
verted green) separation typically had a resolution that was
similar to that of the yellow (inverted blue) separation. This
difference in resolution may result in red fringing that
encircles many objects.

Loss of resolution may arise, for example, from the use of
an optical printer. Such a loss of resolution will affect all three
separations. Thus, the resulting printer output can never be as
sharp as the source.

Digital image registration can be used to address one or
more of these film distortions. One aspect of digital image
registration includes the process of aligning two or more
digital images by applying a particular mapping between the
images. FEach digital image consists of an array of pixels
having a dimensionality that may be quantified by multiply-
ing the image width by the image height. Within the array,
each pixel location (%, y), O<=x<=width, 0<=y<=height, has
an associated gray-level value I(X, y), where 0<=I(x, y)<=65,
535 (in the case of 16-bit data). The gray-level value I(x, y)
represents how much of the particular color (for example, red,
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green, or blue) is present at the corresponding pixel location
(X, y). If 11 represents a first image, 12 represents a second
image, [1(x, y) represents a pixel value at location (X, y)
within image 11, and 12(x, y) represent a pixel value at loca-
tion (%, y) within image 12, the mapping between the two
images can be expressed as:

12(x,y) corresponds to I1(flx,y)),

where fis a two dimensional spatial coordinate transfor-
mation that can be characterized by a pixel alignment vector.
A registration algorithm may be used to find a spatial trans-
formation or alignment vector to match the images.

FIG. 1 illustrates one visual manifestation of misregistra-
tion that can occur due to one or more sources of distortion.
One implementation for performing the registration in a way
that reduces the misregistration leading to such distortion is
illustrated in FIG. 2, which illustrates a system 200 including
a digitization unit 210 that receives three separation images
and outputs three digital, and possibly transformed, color
component images. A feature selection unit 220 receives
these digital images and, after processing, outputs them to an
alignment vector determination unit 230. The alignment vec-
tor determination unit 230 determines transformations for
two of the images against the third, with the third being used
as a reference. In other implementations that employ other
than three images, the alignment vector determination unit
230 would produce transformations for N-1 images, where N
is the total number of images.

An alignment vector application unit 240 receives the two
transformations from the alignment vector determination unit
230 and the two non-reference digital images from the digi-
tization unit 210. The alignment vector application unit 240
modifies these two non-reference images using the transfor-
mations. Finally, a composite phase unit 250 combines the
two modified images and the reference image into a compos-
ite image.

Digitization Unit

Multiple color separations are input into the digitization
unit 210. In one implementation, the digitization unit 210
accepts multiple photographic negative images (for example,
yellow, cyan, and magenta) and outputs multiple photo-
graphic positive images (for example, blue, red, and green) as
digital data in the form of a set of gray-level pixels. Other
implementations may perform one or more of a variety of
other transformations, such as, for example, positive-to-nega-
tive, in lieu of or in addition to the negative-to-positive trans-
formation; perform no transformation at all; or accept digi-
tized data and thereby obviate the need for digitization.
Feature Selection Unit

Each ofthe digital color component images is input into the
feature selection unit 220. Generally, the feature selection
unit 220 selects a feature or feature set, such as, for example,
one or more edges, objects, landmarks, locations, pixel inten-
sities, or contours. In one implementation of the system 200,
the feature selection unit 220 identifies a set of edges, option-
ally or selectively refines this set, and outputs an edge map
(labeled Eg, E, or Ez) that may be in the form of an image
consisting of edge and non-edge type pixels for each color
component image.

An edge detection filter, for example, a Canny filter, may be
incorporated in or accessed by the feature selection unit 220
and may be applied to a digital color component image in
order to obtain a set of edges. The edge information may be
combined or separated into, for example, orthogonal sets.
One implementation obtains separate horizontal and vertical
edge information.
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After the edge detection filter has been applied and edge
maps for the separate color component images are created,
the edge maps can be further refined to attempt to identify a
set of useful edges. In particular, the set of edges may be
pruned to a smaller set so as to reduce the inclusion of edge
pixels having properties that could cause misleading misreg-
istration results. In one implementation, the feature selection
unit 220 performs this pruning by applying one or more
criteria of merit to each edge in order to determine whether
that particular edge should be included or rejected. Thereaf-
ter, one or more second criteria of merit may be applied to the
collection ofincluded edges in order to determine whether the
entire set should be retained or if the entire set should be
rejected. If there are no acceptable refined edges after using
one or more refinement techniques either individually or in
combination, the alignment vector can be determined in some
other manner, such as, for example, by applying the tech-
niques discussed below with respect to the alignment vector
determination unit 230.

Several techniques may be used to refine a set of edges by
enforcing a minimum edge requirement and/or emphasizing
high intensity areas. Examples of these techniques include the
use of horizontal/vertical information and the use of high
intensity selection, both of which are discussed below.

a. Horizontal/Vertical Information

When searching for horizontal and vertical translational
shifts, or more generally, alignments vectors, one implemen-
tation ensures that there is enough useful vertical and hori-
zontal edge information within the area under consideration
to make a useful alignment determination. For example, if
there were only horizontal edges in an area (where the area
could be of any size up to the full image size), it may not be
beneficial to use these edges as features to determine a trans-
lational shift in the horizontal direction.

In order to determine the usefulness of certain edges, each
edge is first compared to a criterion of merit that determines
the vertical and horizontal extent of the edge in both absolute
and relative (with respect to the other direction) terms. There-
after, the set of edges that has been determined to have suffi-
cient vertical or horizontal extent is compared to another
criterion of merit in order to determine whether this new set
should be retained or rejected in its entirety.

For instance, in one implementation, determining the suf-
ficiency of vertical/horizontal edge information may include
identifying a connected edge. For example, a connected edge
may be identified by identifying a set of adjacent pixels that
each have characteristics of an edge and that each have at least
one neighbor pixel with characteristics of an edge.

For each connected edge in the area under consideration, a
determination may be made as to whether there is sufficient
vertical and horizontal information. This determination may
be made using the parameters that “min_x" is the minimum
value of x within the connected edge, “y_for_min_x" is the
value ofy corresponding to the minimum value ofx, “max_x"
is the maximum value of x within the connected edge, “y_for_
max_x"1is the value ofy corresponding to the maximum value
of x,

“min_y” is the minimum value of y within the connected
edge, “x_for_min_y” is the value of x corresponding to the
minimum value of y, “max_y” is the maximum value of y
within the connected edge, “x_for_max_y” is the value of x
corresponding to the maximum value of'y, “N_x" is max_x-
min_x+1, “N_y” is max_y-min_y+1, “y_info” is the absolute
value of (max_y-min_y)/(x_for_max_y-x_for_min_y),
“x_info” is the absolute value of (max_x-min_x)/(y_for_
max_x-y_for_min_x),and T_x1,T_x2, T_yl,and T_y2 rep-
resent preset or configurable thresholds.
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With these parameters, Total_x, a value for the total num-
ber of horizontal edge candidate pixels, may be computed by
adding N_x to Total_x for each edge for which N_x is greater
than T_x1 and x_info is greater than T_x2. That is, an edge is
included as a horizontal edge candidate and the total number
ot horizontal edge candidate pixels is incremented by N_x if
N_x and x_info are greater than the thresholds T_x1 and
T_x2, respectively. Otherwise, none of the pixels for the
connected edge are used to determine vertical shifts.

Similarly, Total_y, a value for the total number of vertical
edge candidate pixels, may be computed by adding N_y to
Total_y for each edge for which N_y is greater than T_y1 and
y_info is greater than T_y2. That is, an edge is included as a
vertical edge candidate and the total number of vertical edge
candidate pixels is incremented by N_y if N_y and y_info are
greater than the thresholds T_y1 and T_y?2, respectively. Oth-
erwise, none of the pixels for the connected edge are used to
determine horizontal shifts.

Once all the edges of the area are processed, the total
number of candidate edges for each direction, Total_x and
Total_y, are compared to the preset threshold, T_total.

It Total_xis greaterthan T_total, all ofthe pixels associated
with the identified horizontal edge candidates are considered
horizontal edge pixels. Otherwise, if Total_x is less than or
equal to T_total, the number of horizontal edge candidates is
deemed insufficient, and, as such, none of the edges within the
area are used for the vertical shift determination.

If Total_y is greater than T_total, all the pixels associated
with the identified vertical edge candidates are considered
vertical edge pixels. Otherwise, if Total_y is less than or equal
to T_total, the number of vertical edge candidates is deemed
insufficient, and, as such, none of the edges within the area are
used for the horizontal shift determination.

Where no acceptable horizontal and/or vertical edges are
identified within an area, an alternate method of obtaining the
alignment values for that area in one or more directions may
beused. Several alternative methods are discussed below with
respect to the alignment vector determination unit 230.

b. High Intensity Selection

In general, a misregistration at bright areas of an image is
more observable and objectionable than a misregistration at
darker areas of an image. For example, the eye would more
readily observe ared area extending beyond a white area than
a red area extending beyond a brown area. As such, it may be
desirable to target or exclusively select edges that exist within
high intensity areas. Such targeting/selection may be
achieved through the construction of an edge map using a
process that compares the gray-level pixel intensities associ-
ated with each color component image to a threshold.
Although described below as being applied to an initial and
thus unrefined edge map, high intensity selection may be
applied to a refined edge map generated using the previously-
described or some other refinement technique, individually or
in combination.

For instance, in one implementation, RE_x indicates a
particular pixel in the new refined edge map for the x color
component image, where x can be either red, green, or blue,
E_x indicates a corresponding pixel in the original edge map
for the x color component image (where E_x contains either
edge or non-edge valued pixels), P_r indicates the original
gray-level intensity value for the corresponding pixel for the
red component image, P_g indicates the original gray-level
intensity value for the corresponding pixel for the green com-
ponent image, P_b indicates the original gray-level intensity
value for the corresponding pixel for the blue component
image, and T_h indicates a preset pixel intensity threshold. In
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this implementation, RE_x is an edge pixel if E_x is an edge
pixel, P_r>T_h,P_g>T_h,and P_b>T_h. Otherwise, RE_xis
not an edge pixel.

However, because there may be misregistration, some
edges that would be categorized as high intensity edges after
correct alignment may not be categorized as high intensity
edges before correct alignment. To avoid this or other mis-
categorizations, the definition of a high intensity edge may be
relaxed or expanded to be more inclusive. For instance, in one
implementation, edge pixels within a window (of relatively
small horizontal and/or vertical extent) relative to a high
intensity edge also may be categorized as high intensity edge
pixels.

After the application of this process on each color compo-
nent image, the refinement procedure for assessing horizontal
and vertical edge information can be applied to generate a
more useful set of high intensity edges. Where there are not a
sufficient number of useful high intensity edges within an
area, the initial edge maps (that is, the edge map obtained
before the high intensity edge refinement process was
applied) can be used instead. The edge refinement technique
for assessing horizontal and vertical edge information then
can be applied to this edge map to obtain a useful set of edges
within this area. If there is not a sufficient number of edges in
this case, an alternate method of obtaining the horizontal
and/or vertical alignment for that area may be used, as dis-
cussed below. At the conclusion of edge refinement, a new
corresponding image consisting of edge and non-edge valued
pixels is created and transferred from the feature selection
unit 220 to the alignment vector determination unit 230.
Alignment Vector Determination Unit

The alignment vector determination unit 230 may operate
on different types of feature maps. Nonetheless, consistent
with the examples set forth previously, operation of the align-
ment vector determination unit 230 will be described in detail
primarily for edges.

After the edges are obtained for each color component
image, they are compared between pairs of color component
images in order to determine the alignment vector that will
lead that pair of images to be aligned, typically in an optimal
manner. Other implementations may, for example, accept an
alignment vector that satisfies a particular performance
threshold. In one implementation, each pair consists of one
color component image that serves as a reference image, and
a second color component image that serves as a non-refer-
ence image.

In the system 200, one color component image is main-
tained as a reference image that does not undergo any align-
ment throughout the film sequence, thus ensuring a constant
temporal reference throughout the film sequence to be regis-
tered. The green reference image typically is chosen as the
reference image due to its relatively high contrast and reso-
Iution. However, ared, a blue, or some other color component
image may be selected as a reference, or the reference may be
varied with time. Other implementations may select a refer-
ence, if any, as warranted by a particular application.

There are various possible spatial transformations that can
be used to align the color component images of a film frame.
These include, for example, affine (which includes, for
example, translational, rotational, and scaling transforma-
tions), polynomial, or any part or combination of these types
of transformations. In one implementation, the transforma-
tion is represented as one or more translational alignments in
the horizontal and/or vertical directions. The transformation
in that implementation can be described using I(x, y) to
denote a pixel intensity at location (%, y) for a particular color
component image, and let I'(x, y) to denote a pixel intensity at
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location (x, y) after the translational alignment has been
imposed on the color component image. With this notation,
after the application of a translational alignment vector of
(deltax, deltay), I'(x+deltax, y+deltay) equals I(x, y), where
deltax represents the horizontal alignment (displacement)
and deltay represents the vertical alignment (displacement).

A translational transformation can be performed, for
example, either globally for the entire image or locally within
different areas of the image. In some instances relating to
misalignment problems within film, the misalignment expe-
rienced at the outer areas of the image may differ from the
misalignment experienced at the center portion of the image.
As such, in one implementation, different alignment vectors
are applied to different areas of the image. In particular,
localized alignment vectors are determined for various areas
of'the image, as described below. Note that a global alignment
generally is a special case of the more generalized procedure
that allows for local alignments.

In one implementation, the color component image is
divided into areas arranged in a manner such that the center of
at least one area and the center of at least one other area are in
different proximity to the center of the image.

For simplicity of description, the case where areas are
obtained by segmenting the image into uniformly sized areas
is considered below, but other segmentations or partitions
also may be used. These areas can have overlapping pixels,
that is, some pixels can belong to more than one area within
the non-reference image. Further, all areas of an image need
not necessarily be processed. Hereafter, the different areas of
the image will be referred to as blocks. FIG. 3 provides an
example of an image 300 that is divided into sixty-four non-
overlapping blocks.

In the alignment vector determination unit 230, for each
block within the non-reference edge map image, a distortion
value (or alternatively, a similarity value) is computed
between a defined set of pixels associated with that block and
the corresponding set of pixels in the reference image for a
given translational alignment vector (deltax, deltay) using a
registration metric such as that defined below. A pixel at
location (x+deltax, y+deltay) in the reference image is
defined to be the corresponding pixel to a pixel at location (x,
y) within a block in the non-reference image for a transla-
tional alignment vector of (deltax, deltay). The set of pixels
used to compute the registration metric value associated with
the block can be a subset of the total pixels associated with the
block.

One or more of various registration metrics (distortion/
similarity measures) can be used. One general class of mea-
sures includes feature-based measures that weight compari-
sons involving feature pixels in a base image (reference or
non-reference) differently, for example, more heavily, than
comparisons involving non-feature pixels, where a feature
pixel is a pixel determined to possess particular characteris-
tics. One implementation uses a one-sided mismatch accu-
mulator as the distortion measure in order to ensure that the
maximum potential distortion is constant for each tested
(deltax, deltay) vector. In this implementation, the measure
accumulates distortion for each pixel that satisfies the condi-
tion that there is a pixel in the non-reference image that is
identified as part of a feature, whereas the corresponding
pixel in the reference image is not identified as part of a
feature. (Note that the term “part,” as well as any other similar
term, is used in this application broadly to refer to either “all”
or “less than all”” For example, the above pixels may, in
general, contain all of the feature or less than all of the
feature.) In this case, the maximum potential distortion for
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each tested vector would be equal to the number of feature
(e.g., edge) pixels within the non-reference image.

One specific implementation is now described. Given a set
of pixels associated with the non-reference image to be used
in the distortion calculation, for each pixel in this set, a deter-
mination is made as to whether the non-reference image
contains an edge-type pixel when the reference image does
not contain an edge-type pixel at the selected corresponding
location for each image. If this case occurs, a positive amount
of distortion is assigned to this pixel. Otherwise, a distortion
of zero is assigned to the pixel. The positive amount typically
is constant for all pixels in the set but may not be constant if,
for example, certain areas are to be emphasized or de-empha-
sized. The distortions for all pixels in the set are summed to
obtain the total distortion value for a particular alignment
vector.

Using the technique noted above, a total distortion value is
computed for a number of candidate (deltax, deltay) align-
ment vectors, within a particular “window,” W, of size 2 Wx+
1)*(2Wy+1), where Wx, Wy are integers greater than or equal
to zero, the absolute value of Wx is greater than or equal to
deltax, and the absolute value of Wy is greater than or equal to
deltay. The (deltax, deltay) vector that provides the lowest
distortion value among the set of distortion values associated
with the candidate alignment vectors is then selected as the
alignment vector, (deltax_selected, deltay_selected).

Given the one-sided mismatch accumulator distortion
measure and associated selection process, the alignment vec-
tors in the associated implementation can be determined by
determining an initial alignment, defined as (deltax_i,
deltay_1i), for the image. In one implementation, the center of
the image is used to establish the initial alignment vector upon
which other blocks of the image base their alignment vector.
As an example, the center can comprise the inner 25% of the
image, which may overlap, partially or completely, an arbi-
trary number of blocks. In particular, given this portion in the
non-reference image, the (deltax, deltay) pair that is chosen is
the pair that provides the lowest distortion using the one-sided
mismatch accumulator distortion measure among a number
of'candidate (deltax, deltay) vectors. If the candidate pairs are
located within a window of 2*Wx_in +1 extent in the hori-
zontal direction and 2*Wy_in +1 extent in the vertical direc-
tion, then deltax and deltay will satisty:

—Wx__in+deltax__i<=deltax<=Wx__in+deltax_ i, and

-Wy_in+deltay_ i<=deltay<=Wy__in+deltay_i.

The alignment vectors for the individual blocks of the
image are determined by processing the blocks in a radial
manner. Because of the color fringing and larger alignment
shifts that can occur toward the outer boundaries of the image
in film implementations, the order in which the areas are
processed and in which their alignments are determined is
based, in one implementation, upon a radial path that begins
near the center of the image and then progresses outward.
Continuing the example given above, in which the non-refer-
ence image is divided into sixty-four non-overlapping blocks,
aradial ordering can be attained, for example, if the blocks are
grouped into four different rings. A radial ordering refers to
processing blocks based on some measure of their distance
from a chosen reference point, and, further, processing the
blocks in either a generally increasing or a generally decreas-
ing distance from the chosen reference point, such as for
example, the center of an image. As discussed below, a radial
ordering also may process blocks randomly within a ring,
where the rings are processed according to either a generally
increasing or generally decreasing distance using some mea-
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sure of distance. An inner ring is a ring that is positioned a
smaller distance, using some measure, from the chosen ref-
erence point than a ring under consideration. Similarly, an
outer ring is positioned a larger distance from a chosen ref-
erence point than a ring under consideration. An innermost
ring has no ring that is closer to the chosen reference point.

FIG. 4 illustrates four different rings. These rings are con-
centric. The determination of the selected alignment vectors
of the blocks proceeds, in this implementation, by first pro-
cessing the blocks in the first ring (ring 0) consisting of blocks
27, 28, 35, and 36. Next, blocks within the second ring (ring
1) are processed, that is, blocks 18-21, 29, 37, 45-42, 34, and
26. Subsequently, blocks within the third ring (ring 2) are
processed, that is, blocks 9-14, 22, 30, 38, 46, 54-49, 41, 33,
25, and 17. Finally, blocks within the fourth ring (ring 3) are
processed, thatis, blocks 0-7,15, 23, 31, 39,47, 55, 63-56, 48,
40, 32, 24, 16, and 8. The manner in which each ring is
processed may vary in different implementations. For illus-
trative purposes, a clockwise encirclement for the different
rings is demonstrated, that is, the blocks within a particular
ring are processed in a clockwise manner. For each block, a
translation alignment vector is determined by establishing an
initial translation alignment vector for the block. In one
implementation, these initial translation alignment vectors
may be determined based on the alignment vectors of their
neighboring block(s), where these neighbors belong to the set
of blocks that have already been processed and that share a
common border or pixel(s) with the block under consider-
ation. However, in other implementations, the blocks may not
share a common border or pixel or the initial vector may be set
by default or chosen at random.

The initial alignment vector for the block under consider-
ation may be equal to a function of the neighbors of the block
under consideration that have already been processed. For
example, if a clockwise progression is used, the set of neigh-
bors for block 21 that have already been processed consists of
blocks 20 and 28. Similarly, the set of neighbors for block 6
that have already been processed consists of blocks 5, 13, and
14. The function can be defined in a number of ways. For
example, the function may be a weighting of the alignment
vectors among each of the neighbors or the alignment vector
of the neighbor that provides the minimum distortion for the
block under consideration.

In implementations that emphasize the radial configura-
tion, the neighbor can be chosen to be the inward radial
neighbor of the current block under consideration. An inward
radial neighbor is any neighboring block having a distance,
using some measure, that is no further from the chosen ref-
erence point than is the block under consideration. This
implies, for example, that the initial translational alignment
vector for blocks 9, 10, and 17 would all be equal to the
selected translational alignment vector determined for block
18, and that the initial translational alignment vector for block
11 would be equal to the selected translational alignment
vector determined for block 19. This may be computed, for
example, by defining “numsideblocks™ as an even number
representing the number of blocks in the horizontal direction,
denoting each block as “index” using an “index number”
obtained by labeling the blocks within each image in a raster
scan order. For each outer ring m (m=1, 2, 3) and for each
blockn (n=0, . . ., 8*m+4) within ring m, where n increases
in a clockwise direction as illustrated in FIG. 4, the neighbor
for a particular block can be defined as follows:

if (n is equal to 0) neighbor=index+numsideblocks+1;

else if (#<(2*m+1)) neighbor=index+numsideblocks;
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else if (# is equal to(2*m+1)) neighbor=index+num-
sideblocks-1;

else if (#<(2*m+1)*2) neighbor=index-1;

else if (# is equal to(2*m+1)*2) neighbor=index-num-
sideblocks-1;

else if (#<(2*m+1)*3) neighbor=index-numside-
blocks;

else if (# is equal to(2*m+1)*3) neighbor=index-num-
sideblocks+1; and

else neighbor=index+1.

For the inner ring, the initial estimate can be computed in a
similar manner or any other suitable manner. For example, the
blocks within the inner ring can use the translational align-
ment vector determined for the center portion of the image as
their initial estimate. In addition, the center portion of the
image can use a preset initial alignment vector, which may be,
for example, no initial displacement, or the displacement for
the central block or blocks of a previous frame.

Given the initial estimates, deltax_i and deltay_i and the
associated distortion for the block under consideration, the
distortion associated with a number of candidate alignment
vectors that represent diftferent displacements can be calcu-
lated. These alignment vectors are taken, for example, from a
set of vectors within a window described by the following
equations:

—Wx(m,n)+deltax__i<=deltax_selected<=Wx(m,n)+
deltax_i, and

—W(m,n)+deltay_i<=deltay_selected<=Wy(m,n)+
deltay_i.

Inthese equations, Wx and Wy are integers greater or equal
to 0, and the dependence of Wx and Wy on m and n indicates
that the horizontal and vertical window areas can be different
dimensions for different rings or even different blocks within
aring. The alignment vector that corresponds to the displace-
ment that produces the minimum distortion among the can-
didate displacements chosen from this set then is selected to
be the alignment vector, (deltax_selected, deltay_selected),
for the block. Other implementations may use different selec-
tion criteria.

Recall that Wx_in and Wy_in represent the window sizes in
the x and y directions, respectively, that are used to determine
the initial alignment vector for the entire image. If Wx(m)
<Wx_in and Wy(m)<Wy_in, for m>=0, computational com-
plexity is reduced because the set of candidate displacements
is smaller in size. In one implementation, Wx(m, n) and
Wy(m, n) for m, n>=0 are much less than Wx_in and Wy _in,
respectively, resulting in a large increase in efficiency. In
addition, by setting Wx(m, n) and Wy(m, n) to small values,
the opportunity for visible discontinuities between adjacent
blocks may be decreased.

There are a number of strategies that may be employed to
determine the selected candidate within a particular window
of dimension (2*Wx+1)*(2*Wy+1). A straightforward
approach is to check every displacement possibility within
the window. Another implementation uses a spiral search
with a partial distortion measure to determine the selected
displacement or alignment vector. In particular, the different
displacements are considered in an order that begins at the
location associated with the initial alignment vector and pro-
ceeds radially outward in a spiral scanning path. Because the
one-sided mismatch accumulator is a cumulative distortion, it
is possible to periodically compare the current minimum
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distortion to the distortion accumulated after only a partial
number of the pixels within the block (that have been chosen
to be used in the distortion calculation) have been processed.
Ifthe partial distortion sum is found to be greater than and/or
equal to the current minimum distortion, then the candidate
location cannot provide the minimum distortion and the other
pixels in the block need not be processed.

A spiral search with a partial distortion measure reduces
the computational complexity associated with the search of
all the candidate locations. In particular, because the initial
alignment vector is a function of the neighboring blocks’
selected alignment vectors, it is likely that the block under
consideration will have lower distortion with this alignment
vector or with an alignment vector that corresponds to a
displacement that is close in distance to this initial alignment
vector rather than an alignment vector that corresponds to a
displacement that is farther away in distance from the initial
alignment vector. As such, in the calculation of the distortion
for a particular candidate displacement, it is likely that the
distortion will exceed the current minimum value before a
complete check of all of the pixels associated with the block
that are chosen to be used in the distortion calculation.

In another implementation, a method that does not search
all displacement possibilities within the window can be used
in order to reduce the computational complexity of the search.
In one implementation, an iterative algorithm can be
employed in which the selected alignment vector (corre-
sponding to a particular candidate displacement) is first cho-
sen for one direction (e.g., vertical), and this result is then
used as the initial alignment vector in the search for the
selected alignment in the orthogonal direction (e.g., horizon-
tal), and this process is then iterated until a particular stopping
condition is met. Such an implementation may use different
features, for example, vertical and horizontal edges, to deter-
mine the alignment vectors for the horizontal and vertical
directions, respectively.

For the case where separate horizontal and vertical edge
information is retained, the following provides an example of
a method that can be used to select one candidate alignment
vector from a set of candidate alignment vectors for a given
block. First, initial conditions are set (step 1). In particular,
the distortion_y associated with the initial alignment vector
(deltax_i, deltay_i) is determined using the horizontal edge
information, and minimum_y, the minimum distortion in the
vertical direction, is set equal to distortion_y, and the selected
vertical displacement deltay_selected(0) is set equal to
deltay_i. In addition, deltax_selected(0) is set equal to
deltax_i.

Then, for i=1, until the appropriate stopping condition is
met, the selected vertical shift is determined using the hori-
zontal edge information (step 2-1). This may be done by
calculating the distortion_y associated with each of the can-
didate displacement possibilities (deltax_selected(i-1),
deltay+deltay_selected(i-1)) taken from the set-
Wy<=deltay<=Wy, using the one-sided mismatch accumula-
tor distortion measure (step 2-1-1). For the first iteration, it is
not necessary to calculate the distortion value, distortion_y,
for deltay=0 because it has already been calculated. For all
other iterations, it is necessary to calculate the distortion
value associated with deltay=0.

The minimum distortion_y among the set of calculated
distortion values then is found, and deltay_selected is setto be
the sum of the deltay that produces this minimum distortion
value and deltay_selected(i-1), and this distortion value is set
to be the new minimum distortion value, minimum_y (step
2-1-2). A determination then is made as to whether the stop-
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ping condition for a particular direction has been met (step
2-1-3). If so, step (2-1) will not be repeated after step (2-2).

Next, the selected horizontal shift is determined using the
vertical edge information (step 2-2). This is done by calcu-
lating distortion_x associated with each of the candidate dis-
placement possibilities (deltax+deltax_selected(i-1),deltay_
selected(i-1)) taken from the set—Wx<=deltax<=Wx, using
the one-sided mismatch accumulator distortion measure (step
2-2-1).

The minimum distortion_x among the set of calculated
distortion values then is found, deltax_selected is set to be the
sum of the deltax that produces this minimum distortion value
and deltax_selected(i-1), and this distortion value is set to be
the new minimum distortion value, minimum_x (step 2-2-2).
A determination then is made as to whether the stopping
condition for a particular direction has been met. If so, step
(2-2) will not be repeated after step (2-1).

Each stopping condition can be, for example, based on a
preset number of iterations or on the condition that the
selected alignment vector for a block for iteration i is the same
as that for the preceding iteration, for example, when deltax_
selected(i-1)=deltax_selected(i) and deltay_selected(i-1)=
deltay_selected(i), among others.

If there is not a similar implementation that reduces the
number of candidate locations searched can be performed
using edge information that is captured for both vertical and
horizontal directions simultaneously (for example, the edge
information is based on the magnitude of the edge strength).
In such a case, the distortion value computation at (deltax_
selected(i-1), deltay_selected(i-1)) for iteration i need not be
calculated because it already has been calculated in iteration
i-1, and the single edge-map information is used instead of the
horizontal and vertical edge maps discussed above. If there is
not a sufficient number of useful edges in a particular direc-
tion within a block to be registered within the non-reference
image or within a corresponding block in the reference image,
an alternative method may be performed to select an align-
ment vector for this block. For example, the alignment for that
direction can simply be taken to be the initial alignment for
that direction. Alternatively, a larger area encompassing more
blocks (or even the entire image) can be used to determine the
selected alignment vector for this block. Other alternative or
additional methods can also be used to select an alignment
vector for this block. In one implementation, if the center
portion of the image does not have enough useful edges, the
alignment vector for the center is set to the selected alignment
vector determined from the entire image.

Alignment Vector Application Unit

After the alignment vector determination unit 230 deter-
mines the alignment vector for each block within the color
component image, the alignment vector application unit 240
aligns each block using these vectors or a modification of
them. If, for example, only one block exists within the image
and only one global alignment vector is computed, then the
alignment is straightforward. If, however, the image has been
segregated into multiple blocks, the image can be spatially
aligned by a number of different methods.

One technique that can be used for alignment involves
applying a uniform alignment to each block by its corre-
sponding alignment vector. However, different blocks within
that color component image may have different alignment
vectors. In such a case, discontinuities may exist at a bound-
ary between blocks.

The alignment vector application unit 240 attempts to
reduce the perceptual effects of discontinuities by “feather-
ing” at the boundaries between blocks with different align-
ment vectors, as described below. In the implementation of
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system 200, this technique is applied only to the non-refer-
ence images because the reference image does not undergo
any alignments (recall that the non-reference images are
shifted with respect to the reference image).

Although the feathering process will be described herein-
after with reference to horizontal and vertical alignment val-
ues to maintain consistency with early examples, the feather-
ing process also is applicable to other types of
transformations. Feathering is performed, in this implemen-
tation, along the y-axis boundaries between two horizontally
neighboring blocks, along the x-axis boundaries between two
vertically neighboring blocks, and for the four-corner bound-
aries between four neighboring blocks.

For instance, FIG. 5 provides an example 500 identifying
several pixels that are affected by the feathering scheme
described above when the image is divided into sixteen uni-
formly sized areas. For each y-axis boundary, feathering is
performed across a particular-sized horizontal window. For
example, for the y-axis boundary between blocks 5 and 6, the
window 510 may be used. For each x-axis boundary, feath-
ering is performed across a particular-sized vertical window.
For example, for the x-axis boundary between blocks 2 and 6,
the window 520 may be used. For each of the four-corner
boundaries, feathering is performed across a particular-sized
vertical and a particular-sized horizontal window. For
example, for the four-corner boundary between blocks 10,11,
14, and 15, the window 530 (arrows point to corners of win-
dow 530 in FIG. 5) may be used. The sizes of these “feather
windows” typically impact the rate at which the alignment
values for the pixels at the boundaries blend from one value to
another. In one implementation, the window size is deter-
mined as a function of the maximum (max) of the difference
between the x alignment values of the neighboring blocks and
the difference between the y alignment values of the neigh-
boring blocks. However, many techniques may be used to
determine the size and/or shape of the various windows.
These windows need not be rectangular or continuous.

In one implementation, within the feather window, new
alignment values are obtained by linearly interpolating the
different alignment values of the neighboring blocks under
consideration. Another implementation uses non-linear inter-
polation. In either case, the interpolated alignment values
then are used to obtain the new intensity value of the pixel at
a particular location. In particular, the pixel at the location
corresponding to the selected alignment value is used as the
value for the current location. If the selected alignment value
in a particular direction is not an integer, then the intensity
values of the pixels that correspond to the two integer-valued
displacements closest in distance to the selected displacement
are appropriately weighted and combined to obtain the final
new intensity value.

Note that the calculation of the new alignment vectors
within the feathering window may be performed in the align-
ment vector determination unit 230 rather than the alignment
vector application unit 240. The calculation of the new inten-
sity values within the feathering window would still be per-
formed in the alignment vector application unit 240. Other
implementations may perform many of the various described
operations in different orders or in different functional
blocks.

As an example of the feathering scheme, assume (dx1,dy1)
is the alignment vector for block 5, and (dx2, dy2) is the
alignment vector for block 6. In this example, feathering
across the y-axis boundary that is shared between these two
blocks is addressed, and for simplicity, the corner conditions
are not addressed. Then the size of the feather window can be
“fwsize’=constant*max(abs(dx1-dx2), abs(dy1-dy2)),
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where abs( ) indicates the absolute value function. Assume
the boundary location is at (x3, y3) and the height of the block
is “blockh.” Then, the alignment values will be interpolated
from the x3—(fwsize/2) position to the x3+(fwsize/2) position
in the x direction for each of the rows from the vertical start of
the block to the vertical start of the block+blockh. For
example, assume that max(abs(dx1-dx2), abs(dyl-dy2))=
abs(dx1-dx2). Then, the horizontal alignment value for the
point (x4, y4) is computed as (dx1+(x4—(x3-(fwsize/2)))*
(dx2-dx1)/(fwsize)) and the vertical alignment value for the
point (x4, y4) is computed as (dyl+(x4—-(x3-(fwsize/2)))*
(dy2-dyl)/(fwsize)). The new value at a particular location is
the value of the pixel at the calculated displacement location
(or the weighted combination of the intensities at the nearest
integer grid points). Note that special care may need to be
applied to the boundaries of the image when the feathering
approach is used.

Another implementation adjusts for discontinuities by
using warping. Although the warping process will be
described hereinafter with reference to horizontal and vertical
alignment values to maintain consistency with early
examples, the warping process also is applicable to other
types of transformations. In one example of a warping tech-
nique, each block can be identified with a control point at its
center. The horizontal and vertical alignment values that were
obtained for each block can become the alignment values for
the block’s control point. The alignment values for the
remaining pixels within the image may be obtained by inter-
polating the alignment values of the nearest control points.
These alignment values are then applied to the pixels within
the non-reference image.

Composite Phase Unit

Once the non-reference images are aligned by the align-
ment vector application unit 240, the images can be recom-
bined into a composite color frame by the composite phase
unit 250. FIG. 6 illustrates a composite frame after the com-
posite phase unit 250 has been applied to three color compo-
nent images. In one implementation, a laser film printer is
optionally used to avoid the loss of resolution incurred with
an optical printer.

Additional Implementations

The implementations and techniques described above can
be applied to a variety of applications in which multiple
separations need to be registered. Examples include spectral
and non-spectral separations. Spectral separations are used,
for example, in: (1) color film applications capturing, for
example, different color frequencies, (2) astronomical appli-
cations capturing, for example, radio frequencies and/or opti-
cal frequencies, and (3) medical applications capturing, for
example, different magnetic (MRI), X-ray, and sound (ultra-
sound) frequencies. As the last example illustrates, spectral
separations may be captured from various frequency sources,
including, for example, electromagnetic and sound waves.
Non-spectral separations may be obtained from, for example,
variations in pressure, temperature, energy, or power.

A number of implementations have been described. Nev-
ertheless, it will be understood that various modifications
may be made without departing from the spirit and scope of
the claims. For example, the implementations and features
described may be implemented in a process, a device, a com-
bination of devices employing a process, or in a computer
readable medium or storage device (for example, a floppy
disk, a hard disk, RAM, ROM, firmware, electromagnetic
waves encoding or transmitting instructions, or some combi-
nation) embodying instructions for such a process.

One such device is, for example, a computer including a
programmable device (for example, a processor, program-
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mable logic device, application specific integrated circuit,
controller chip, ROM, or RAM) with appropriate pro-
grammed instructions and, if needed, a storage device (for
example, an external or internal hard disk, a floppy disk, a CD,
aDVD, a cassette, a tape, ROM, or RAM). The computer may
include, for example, one or more general-purpose computers
(for example, personal computers), one or more special-pur-
pose computers (for example, devices specifically pro-
grammed to communicate with each other), or some combi-
nation.

Accordingly, other implementations are within the scope
of the following claims.

What is claimed is:

1. A method of processing component images, the method
comprising:

accessing a first component image, the first component

image being a spectral component image of at least an
object and corresponding to a first spectral component,
the object occupying a first portion of the first compo-
nent image;

accessing a second component image, the second compo-

nent image being a spectral component image of at least
the object and corresponding to a second spectral com-
ponent that is different than the first spectral component,
the object occupying a second portion of the second
component image;

transforming at least a portion of the second component

image to generate a transformed version of the second
component image, wherein the transformed version of
the second component image is a spectral component
image of at least the object and corresponding to the
second spectral component, wherein the object occupies
a third portion of the transformed version of the second
component image;

aligning the transformed version of the second component

image and the first component image; and

combining the first component image and the transformed

version of the second component image into a composite
image of at least the object.
2. The method of claim 1, further comprising:
before transforming at least the portion of the second com-
ponent image, determining that the first component
image corresponds to the first spectral component;

based on determining that the first component image cor-
responds to the first spectral component, designating the
first component image as a reference image, wherein at
least the portion of the second component image is trans-
formed based at least on the reference image.

3. The method of claim 1, wherein (I) differences in (i) at
least one of size and position of the first portion of first
component image with respect to the first component image,
and (ii) at least one of size and position of the second portion
of the second component image with respect to the second
component image, are greater, respectively, than (II) difter-
ences in (i) at least one of size and position of the first portion
of first component image with respect to the first component
image, and (ii) at least one of size and position of the third
portion of the transformed version of the second component
image with respect to the transformed version of the second
component image.

4. The method of claim 1, wherein the first component
image and the second component image are component
images of at least the object captured at a same time.

5. The method of claim 4, wherein the first component
image and the second component image are component
images of at least the object captured by a same device.
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6. The method of claim 1, wherein aligning the transformed
version of the second component image and the first compo-
nent image comprises automatically determining an align-
ment vector for at least the portion of the transformed version
of'the second component image.

7. The method of claim 1, further comprising storing the
composite image of at least the object on a machine-readable
medium.

8. A computer-implemented method comprising:

accessing a first image, the first image being representative

of first spectral components of spatially-distributed sig-
nals captured by a sensing system at a first time, wherein
a first portion of the first image corresponds to spatially-
distributed signals associated with an object in the pres-
ence of the sensing system;

accessing a second image, the second image being repre-

sentative of second spectral components of spatially-
distributed signals captured by the sensing system at the
first time, the second spectral components of spatially-
distributed signals being different than the first spectral
components of spatially-distributed signals, wherein a
second portion of the second image corresponds to spa-
tially-distributed signals associated with the object in
the presence of the sensing system;

transforming at least a portion of the second image to

generate a transformed version of the second image,
wherein the transformed version of the second image is
representative of second spectral components of spa-
tially-distributed signals captured by the sensing system
at the first time, wherein a third portion of the trans-
formed version of the second image corresponds to spa-
tially-distributed signals associated with the object in
the presence of the sensing system; and

combining the first image and the transformed version of

the second image to generate a composite image, the
composite image being representative of third spectral
components of spatially-distributed signals captured by
the sensing system at the first time, the third spectral
components of spatially-distributed signals being com-
posite spectral components of the first spectral compo-
nents of spatially-distributed signals and the second
spectral components of spatially-distributed signals.

9. The method of claim 8, further comprising:

before transforming at least the portion of the second

image, determining that the first image corresponds to
the first spectral components of spatially-distributed sig-
nals;

based on determining that the first image corresponds to

the first spectral components of spatially-distributed sig-
nals, designating the first image as a reference image,
wherein at least the portion of the second image is trans-
formed based at least on the reference image.

10. The method of claim 8, wherein (I) differences in (i) at
least one of size and position of the first portion of first image
with respect to the first image, and (ii) at least one of size and
position of the second portion of second image with respect to
the second image, are greater, respectively, than (II) differ-
ences in (i) at least one of size and position of the first portion
of first image with respect to the first image, and (ii) at least
one of size and position of the third portion of the transformed
version of the second image with respect to the transformed
version of the second image.

11. The method of claim 8, wherein combining the first
image and the transformed version ofthe second image, com-
prises automatically determining an alignment vector for at
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least the portion of the transformed version of the second
image to align the transformed version of the second image
and the first image.

12. The method of claim 8, further comprising storing the
composite image on a machine-readable medium.

13. The method of claim 8, wherein the spatially-distrib-
uted signals captured by the sensing system at the first time
comprise electromagnetic signals.

14. The method of claim 8, wherein the spatially-distrib-
uted signals captured by the sensing system at the first time
comprise acoustic signals.

15. An apparatus for processing component images, the
apparatus comprising at least one processor programmed to
perform operations comprising:

accessing a first component image, the first component

image being a spectral component image of at least an
object and corresponding to a first spectral component,
the object occupying a first portion of the first compo-
nent image;

accessing a second component image, the second compo-

nent image being a spectral component image of at least
the object and corresponding to a second spectral com-
ponent that is different than the first spectral component,
the object occupying a second portion of the second
component image;

transforming at least a portion of the second component

image to generate a transformed version of the second
component image, wherein the transformed version of
the second component image is a spectral component
image of at least the object and corresponding to the
second spectral component, wherein the object occupies
a third portion of the transformed version of the second
component image; and

aligning the transformed version of the second component

image and the first component image; and
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combining the first component image and the transformed
version of the second component image into a composite
image of at least the object.
16. The apparatus of claim 15, wherein the operations
further comprise:
before transforming at least the portion of the second com-
ponent image, determining that the first component
image corresponds to the first spectral component;

based on determining that the first component image cor-
responds to the first spectral component, designating the
first component image as a reference image, wherein at
least the portion of the second component image is trans-
formed based at least on the reference image.

17. The apparatus of claim 15, wherein (I) differences in (i)
at least one of size and position of the first portion of first
component image with respect to the first component image,
and (ii) at least one of size and position of the second portion
of the second component image with respect to the second
component image, are greater, respectively, than (II) difter-
ences in (i) at least one of size and position of the first portion
of first component image with respect to the first component
image, and (ii) at least one of size and position of the third
portion of the transformed version of the second component
image with respect to the transformed version of the second
component image.

18. The apparatus of claim 15, wherein the first component
image and the second component image are component
images of at least the object captured at a same time.

19. The apparatus of claim 15, wherein aligning the trans-
formed version of the second component image and the first
component image comprises automatically determining an
alignment vector for at least the portion of the transformed
version of the second component image.

20. The apparatus of claim 15, further comprising storing
the composite image of at least the object on a machine-
readable medium.



